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Surface Dressing Specification for Non-adoptable highway Application

Surfaces described as surface dressed shall have a single/double (ring for advice) layer of chippings applied to a hot sprayed coat of bitumen emulsion.  This shall be applied between the months of May and August with a surface temperature range of 12-35 degrees Celsius.  All surfaces that are not to be sprayed will be protected from bitumen spray drift and all adjacent surfaces shall be masked up prior to starting works and removed on completion.  All areas will be left clean, all rubbish removed and any splashes/drift shall be thoroughly cleaned off.

Bitumen Emulsion

The bitumen emulsion shall be K1-70/K1-80 (ring for advice) compliant with BS 434 -1 and grade C69B3 of BS EN 13808.  Cut back binders or lower bitumen content binders will not be used.  The rate of application shall be as defined in Road Note 39.

Chippings

The chippings shall be 6mm/10mm/14mm (ring for advice) and applied at the rates indicated in Road Note 39, but for the top coat may be increased in pedestrian areas to reduce possible contact with tar following completion.  The type of chipping shall be Cornflint (buff)/Red Granite (pink)/Steel Slag (dark grey)/Calcitic Limestone (white)/Grey Granite (grey).

Rolling

Once laid, the chippings shall be lightly rolled in within 30 minutes.

Calibration

All equipment shall carry records of calibration, to demonstrate that the target rates of spread shall have been achieved.

Records

The contractor shall ensure that the following items are recorded on each day and/or for each area;

· Date

· Site name

· Operatives on site

· Area description and size in m2

· Type, size and source of chippings

· Type and source of bitumen emulsion

· Date and type of last calibration of equipment

· Temperature of bitumen prior to spraying

· Target rates of spread for bitumen emulsion and chippings

· Quantities of bitumen emulsion and chippings used

· Weather conditions and temperatures

· Dryness of ground

The completed records shall be submitted within seven days.
Named contractor

A contractor capable of complying with the above is N T Killingley Ltd, Old Manor Park, Mansfield Road, Chesterfield, Derbyshire S42 5DQ .  Contact: Gary Massey Mob 07970 951465 Tel 01246 859666  Fax 01246 859777.
N T Killingley Ltd, Old Manor Park, Mansfield Road, Chesterfield, Derbyshire S42 5DQ  

Contact Gary Massey; Mob 07970 951465 Tel 01246 859666  Fax 01246 859777 


